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PROFILE/ m

ENDCAP

0,5

1U

3

TEXT. WHITE 952247

ANODISED ALU 952212

TEXT. BLACK 952226

TEXT. WHITE 952047

ANODISED ALU 952012

TEXT. BLACK 952026

SECTION VIEW

DIFFUSER

‘TROUGH LED’ POLYCARBONATE DIFFUSER 952006

  35

  20

RECESSED INSTALLATION SEE TECHNICAL INFO P.668

Color Temperature 2700K 3000K 4000K RED AMBER GREEN ROYAL BLUE RGB

MEDIUM POWER HIGH POWER MEDIUM POWER HIGH POWER MEDIUM POWER HIGH POWER MEDIUM POWER MEDIUM POWER MEDIUM POWER MEDIUM POWER MEDIUM POWER

Reference 952211 952251 952221 952261 952231 952271 952410 952510 952610 952710 952800

Power 9,6W/ m 14,4W/ m 9,6W/ m 14,4W/ m 9,6W/ m 14,4W/ m 9,6W/ m 9,6W/ m 9,6W/ m 9,6W/ m 14.4W/ m

Lumen output 672 lm/ m 1010 lm/ m 710 lm/ m 1060 lm/ m 740 lm/ m 1100 lm/ m 170 lm/ m 180 lm/ m 400 lm/ m 160 lm/m 480lm/ m

CRI 92 92 92 92 92 92 n/a n/a n/a n/a n/a

Max. length 1 powerfeed 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres 5 metres

Min. cutting length 50 mm 33 mm 50 mm 33 mm 50 mm 33 mm 50 mm 50 mm 50 mm 50 mm 100 mm

24V DC

MODULE LEDLINE/M

1000

I P
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‘TROUGH LED’ POLYCARBONATE DIFFUSER INCLUDEDCONVERTER p.632 
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dia20  h=28

MONOCOLOR RGB

TEXT. WHITE 944009 944011

BRUSHED ALU 944008 944010

TEXT. BLACK 944007 944012

2,25 m

TEXT. WHITE 952041

ANO 952040

TEXT. BLACK 952042

CORNER 90° 952070

CORNER 135° 952080

CORNER ON REQUEST 952090STRAIGHT CONNECTION 952060

STRAIGHT CONNECTION CORNER

1U

SUSPENSION SINGLE

1U ANO 3000K HO

CABLE + BASE

80
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To be used as access point for converter

68 mm

1 suspension/ 1,5 m profile
min. 2 suspensions

SPRING 952905

MOUNTING SPRINGS FOR SURFACE INSTALLATION

2 mounting springs per m

952905
1 2
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